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Standard post section guardrail
outside of nested portion
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11.43 m nested W beam

Two nested W beam rail elements
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NOTE:

7.62 m rail lengths may be used to eliminate the
intermediate Ilap without a post. Do not place a lap
without a post unless needed due to length of gap.

Posts 1 thru 6 are CRT posts with two blockouts.
See Section B-B for details.

Install the back face of the nested guardrail a minimum
of 1.5 m from the face of the curb-like headwall.

Dimensions without units are millimeters.

11.43 m nested W-beam

(6 - 3.81 m sections OR 2 - 7.62 m and 2 - 3.81 m sections)
6 spaces @ 1.905 m

Post spacing 7.62 m, 5.715m, or 3.81 m

(6 - 3.81 m sections OR 2 - 7.62 m and 2 - 3.81 m sections)

6 spaces @ 1.905 m

Standard post

(See Note 1)

—/ Existing lap

Beginning lap

section guardrail
outside of nested

/ Intermediate lap with post

portion

tent tant tant

tent tant tont

tont tot

L) Al

EET.I- o o o

7.3 m or less

L
L

Post 3

8 - M16 x 50 guardrail bolts T
and recess nuts (typ.) v

Nested W-beam rail element ¥

ENDING LAP

L L | 2
[ [ | |
L L l v ‘
:: :: : bbAbbAbbAbb‘AbbAbbAbbADDA
| |
P | = -
- - = Q
o)
AN I
See Note 2 and 3 23
Section B-B < %8
q
ELEVATION

1.5m 3_
W-beam guardrail QA S
Post 4 u"% N
A -
i S b
¥ S Do
N D Y =
i CRT wood post ; 2 A N
i with blockouts (typ.) . s e, e Do
X b Booe b i !
Nested W-beam rail element i Nested W-beam ‘
o rail element
¥ SECTION A-A SECTION B-B
| | | § | (See Note 3) (See Note 2)

==

Direction of travel

BEGINNING LAP

INTERMEDIATE LAP
WITHOUT POST

Edge of pavement or ground line
at face of rail as applicable
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